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AnHoTtaumsi: B HacTosmieit pabore moka3aHbl MPEUMYIIECTBA U OCOOEHHOCTH
BJICKTPOJYTOBOTO HAIBUICHUS IIPOBOJIOKH. JlyroBoe HanbUICHUE MPOBOJIOKOH
SABJISIETCA  OJHUM M3  Haubojee HSKOHOMHYECKH OA(PPEKTUBHBIX  METOOB
dbopMuUpOBaHUS HM3HOCOCTOMKHMX TIOKPBHITUH. OTH TIOKPBITHS XapaKTepU3yHOTCS
BBICOKOM MPOYHOCTBIO, HU3KOM MOPUCTOCTHIO, BBICOKOW MPOU3BOAUTEIBHOCTHIO
nporecca, U3MEHYMBOCTBIO COCTABA HAIBUISIEMOTO MaTepualia U XOPOIIUM YPOBHEM
W3HOCOCTOMKOCTA W CONPOTHUBIICHUS KOppo3uu. Mcmonb30BaHHE MOPOIIKOBOM
MPOBOJIOKH TTO3BOJIIET BAPLUPOBATH COCTAB IMIMXTHI B IIIMPOKOM JHANA30HE.

KiwueBble cji0Ba: 3JIEKTPOAYTOBOE  HANBUIEHWE, HW3HOCOCTOMKOCTS,
KOPPO3WOHHASI CTOMKOCTh, MOKPBITHE, JIM€3HUsI, TOPOIIKOBAS ITPOBOJIOKA.

ADVANTAGES AND FEATURES
OF ELECTRIC ARC WIRE SPRAYING OF THE MATERIAL

Borisova Maria

Abstract: The present paper shows a advantages and features of electric arc
wire spraying. Arc wire spraying is one of the most cost-effective methods for wear-
resistant coating formation. Those coatings are charachterized by high strength, low
porosity, high process performance, variability of the composition of the sprayed
material and a good level of wear and corrosion resistance. The use of powder wire
allows you to vary the composition of the charge in a wide range.
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Electric arc spraying as a recovery process is used from early
in the 20th century (Schoop-Gunther metallization process, 1917). It is one of the
most multifunction techniques for the application of coatings used in protecting
machines and details from wear, adhesion, erosion, corrosion, fatigue etc. Arc wire
spraying is highly appropriate for protecting a wide coating surfaces due to the low
cost and the availability of treatment [1-4].

Arc spraying is a technique where two wires made of electrically conductive
materials are transported through a special wire guide. Between the ends of these
wires an electric arc is resulting it to melt. The melted material is then transported
due compressed air to the substrate (Fig.1).
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Fig.1. Scheme of the process of electric arc spraying.

The temperature the electric arc is of approximately 4000°C and provides a
larger spray capacity and adherence. This technic allows a high quality coating to be
applied inexpensive and in a short time. In addition to a wide spraying surface, this
method can be used to obtain sufficiently thick layers (Fig.2).
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Fig. 2. Electric arc spray coating.
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Electric arc thermal spraying allows to applying corrosion and wear resistant
coatings with high-quality adhesion and wide range of chemical composition.
Moreover, the parameters used by the electric arc spraying, such as voltage, current,
air pressure and spraying distance can be optimized for each special application.

At electric arc spraying, it can be observed intensive oxidation of the sprayed
metal due to oxygen of the air. It can lead to a significant decrease of the alloyed
elements content in the coating. In this way the quality of the sprayed layer is
reduced. Use of a pulsating air spraying flow at the application of coatings by arc
metallization can reduce the burnout of alloying elements in the applied coating.
Pulsating air spraying method allows reducing of the consumption of spraying air and
the quantity of burnout of alloying elements due to a decrease in the amount of
oxygen contacting with sprayed metal drops.

The influence of compressed air pressure, with an increase in pressure, the
quality of coatings improves, since with greater pressure, the size of the sprayed
particles decreases. Thus, coatings with a more dispersed structure are obtained [5].

With arc spraying, the beam has an angle from 15 to 20 degrees. The smaller
the distance to the substrate, the higher the density of the sprayed material, which
leads to a decrease in the rate of their crystallization and an increase in size.

When arc metallization of powder wires with a diameter of 1.8 mm, a current
of 150 A to 300 A is used. The higher the current strength, the denser the coating
with a more heterogeneous structure is obtained (Fig.3). But the use of an increased
current value can lead to overheating of the part and contribute to excessive oxidation
and peeling of the sprayed coating.
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Fig. 3. Microstructure of the cored wires coatings obtained
at different current strength.
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Various cored wires are used as materials for the formation of coatings for
wear- and corrosion resistant coatings [6]. Powder wires are a low-carbon steel strip
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with powder filling. Powders usually consist of ferroalloys, metals, nitrides or
carbides. To obtain oxides with increased strength Al,O; and Cr,Os, aluminum
powder and ferrochromium are added [7]. In addition, you can change the
composition of the casing and use a chromium steel coating instead of low-carbon
steel, which contributes to obtaining a high-quality wear-resistant coating.

Therefore, by changing the parameters of electric arc spraying and the
composition of the powder wire, it is possible to obtain coatings with the specified
properties.
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